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usER INTERFAcE

.  direcT selecTion panel wiTh 13 visible and inTuiTive push  
 buTTons of which 10 are direcT selecTions, 1 pre-selecTion  
 (ThaT can be configured as selecTion) and 2 push buTTons for  
 sugar dosage.
.  cusTomizable sugar dosage.
.  end selecTion acousTic signal.
.  32 digiT alphanumeric display.
.  slow falling producT dispensing door.
.  design modern wiTh upper lexan backlighTed ThaT offers  
 excellenT branding opporTuniTies.
.  in compliance wiTh sTandard of access for disabled people.

A mOdEL THAT cOmbINEs quALITY ANd sImpLIcITY
FOR A cORE AssORTmENT pROducT OFFER.
LEI 600 pp (flate door), automatic vending machine for hot drinks with 600 cups capacity and 13 selection 
buttons of which 3 pre-selections (2 for sugar setting + 1 for decaffeinated in the standard version).

TEcHNOLOGY

led, low volTage
lighTing

paTenTed gprs TelemeTry 
sysTem (opTion)

paTenTed
espresso group

gcs, paTenTed grinding 
conTrol sysTem (opTion)

sensor deTecTion
cup (opTion)

energy saving
mod (opTion)

LEI 600 pp + VIsTA L



LEI 600 pp
spEcIFIcATIONs

ELECTRICAL SUPPLY

230 vac – 50 Hz / 120 vac – 60 Hz
INTERNAL ELECTRICAL SUPPLY

All the electrical components are supplied at 24 vdc, with the 
exception of the boiler resistances, the pump and the steam 
ventilator that are at 230 vac – 50 Hz or 120 vac – 60 Hz
POWER SUPPLY

1.80 kW single boiler espresso version
2.20 kW instant version
WATER SUPPLY

Fitting connection = 3/4’’
Water pressure = 0.5 – 6.5 bar

pAYmENT sYsTEm
.  compatible with all system of payment available on the market.
.  can work in master/slave with only one set of payment systems  
 on the hot vending machine together with a refrigerated   
 automatic spiral vending machine for the sale of snacks, cans and  
 bottles, increasing selling opportunities.

AccEssORIEs kIT
.  cup sensor. 
.  Antivandal coin introduction.
.  kit chip clock (for energy saving mod and promotional activities).
.  Rs232 module. 
.  visual smart programmer speed that allows the upload of the  
 firmware and settings and the download of the settings and  
 audit without a pc. 
.  Telemetry kit (GpRs modem with antenna + clock chip).
.  system for the automatic regulation of the coffee bean grinding  
 that guarantees with the variations of the humidity and the  
 temperature, the best quality of the product dispensed at all times.

ENvIRONmENT
.  backlighted lexan with led to reduce energy consumption and with  
 a lifetime greater than neon.
.  compatible with paper cups and wooden spoons.
.  OpTION: cup sensor to reduce the consumption of plastic cups and  
 to deliver a beverage in a mug.
.  OpTION: energy saving mod to reduce the energy cunsumption  
 when the machine is in stand by.
.  In compliance with RHOs and WEEE.

FEATuREs
.  Reinforced cabinet with anti-vandal hinges and door look with  
 programmable code.
.  mixers and boiler assembly are extractable to make maintenance  
 operations easier. 
.  standard serpentine kit for tea on all versions.
.  cup dispenser adjustable to various diameters (from 70 to 74 mm)
 and dispenser for 90 or 105 mm stirrers.
.  switching power supply that guarantees total stability of the  
 instant product dose and complete electric safety protections.
.  standard multi-protocol electronics.

pROducT cApAcITY
coffee beans   3.80 kg *
decaffeinated coffee  1.40 kg
barley    1.50 kg
milk    2.20 kg
creamer    4.00 kg
chocolate   4.80 kg
Lemon tea   5.20 kg
Tea    2.40 kg
soup    3.80 kg
sugar    5.20 kg
spoons    600 pcs.
cups    600 pcs. (can be increased up to 700)
* fitting an extension can catch up with 4.50 kg

VERSIONS 
LEI 600 PP

E4s EspREssO
sINGLE bOILER *

I7s INsTANT *

cOFFEE bEANs 1 -

suGAR cANIsTER 1 -

INsTANT cANIsTERs 4 7 

DIMENSIONS H 1830 mm x W 620 mm x d 770 mm WEIGHT 140 kg  * models available also with anti-vandal coin introduction (IAv)

lei 600 pp
insTanT

1.  soup
2.  Tea
3.  sugar
4.  coffee

5.  decaffeinaTed
6.  chocolaTe
7.  milk

lei 600 pp
espresso

1.  sugar
2.  decaffeinaTed
3.  coffee
4.  chocolaTe

5.  mlk
6.  Tea

specifications and technical information given are indicative and may be subject to change without prior notice. Zd-LEI 600 pp-Ed10/2012/EN
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